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_______________________________________________________________________ 

Installation Instructions 
For 

20320 Relay Kit 
The 20320, 6 relay kit, is designed to operate up to 6 accessories programmed through 
the RF Center receiver. The RF Center only has a negative (-) output in each of it’s 
circuits of which can only operate a device of 200 milliamps, the equivalent of a small 
dash lamp, so relays must be used. Each relay, in the 20320, has a maximum output of 
20 amps continuous and will handle 25 amps momentary such as 1 or 2 seconds. 
Certain devices such as an electric fan, of 14 inches in diameter or larger, will require a 
larger relay, 30 amps, of which a 20321 relay kit may be used. 

Important: Please read all steps before starting installation. 

Step 1 

Mount the relay bases in a location close enough to the receiver so the receiver wires 
will reach the relay bases. 2 screws have been provided for mounting and installing the 
screws in each end relay base will provide for a sturdy installation.  

Step 2 

Once the relay bases are mounted, route the 6 wires, with stripes, from the receiver to 
the relay bases and cut to length if necessary. Strip 3/16” of the insulation from each 
wire and install the terminals provided on each wire.  

Step 3 

Insert the terminals into the relay base into port # 2 (see illustration) matching the wire 
color you are inserting with the one in port #3, green to green, white to white and so 
on. Once all wires are installed into the relay bases then install the relays.  

Step 4 

Route the 6 large red wires to a fused power source and attach. This power source may 
be constant hot or ignition hot or a combination of both depending on the accessories 
be operated.  

Step 5 

Route the relay output wires to the accessories to be operated and terminate. These 
wires may be lengthened if necessary. 
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Painless Performance Limited Warranty 
and Return Policy 

 
 
Chassis harnesses and fuel injection harnesses are covered under a lifetime warranty. 
All other products manufactured and/or sold by Painless Performance are warranted to 
the original purchaser to be free from defects in material and workmanship under 
normal use. Painless Performance will repair or replace defective products without 
charge during the first 12 months from the purchase date. No products will be 
considered for warranty without a copy of the purchase receipt showing the sellers 
name, address and date of purchase. You must return the product to the dealer you 
purchased it from to initiate warranty procedures. 
 


