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40101 
 
  QUICK CONNECT BATTERY JUMPER/CHARGING SYSTEM KIT 
 
 
This kit is designed for drag racing and wherever a jump start from a remote battery is frequently 
required. The two way quick disconnect permanently attaches to the vehicle and one end attaches 
to the battery and the other end has jumper clamps. When a jump start is required just plug it in 
and start it up. 
 
Installation instructions. 
 
A.  Attach one of the red two way receptacles to the frame or other permanent location that is 
easily accessible outside the vehicle using the hardware provided. 
 
B.  Attach the battery cables to the battery to be used for providing jump start power.  
 
C.  Route the cables to the red connector mounted in step A. Remove the negative cable from the 
battery post temporally. 
 
D.  Leaving a small amount of slack in the cables, mark the cables where they are to be cut. 
Mark one of the cables with tape or marker to insure the ends are re assembled back to each 
other. Cut the cables and install the terminals provided with the red housings striping only 
enough insulation as to make good contact. A vise or a hammer and punch work well for 
crimping the terminals. Soldering the terminals is ok as long as they are crimped also. 
 
E.  Insert the terminals into the red housings , making sure the cables did not get crossed in the 
process. The terminals will snap into place and will not pull out when properly seated. The two 
way connectors are identical and plug into one another. 
 
F.  Attach the red handle to the red connector just installed on the jumper clamp end. 
 
G.  Insert the red connector with the red handle into the permanently mounted red connector and 
you are ready to jump start a vehicle.      
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Painless Performance Limited Warranty 
and Return Policy 

 
 
Chassis harnesses and fuel injection harnesses are covered under a lifetime warranty.  
 
All other products manufactured and/or sold by Painless Performance are warranted to the 
original purchaser to be free from defects in material and workmanship under normal use. 
Painless Performance will repair or replace defective products without charge during the first 12 
months from the purchase date. No products will be considered for warranty without a copy of 
the purchase receipt showing the sellers name, address and date of purchase. You must return the 
product to the dealer you purchased it from to initiate warranty procedures. 
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