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COMPETITION WIRING SYSTEM 
 

Our 8 circuit relay activated system is designed to give maximum output with utmost reliability. 
The relays enable the switches to activate the circuit with low amperage for extended life of 
switches and system. 
 
 

INSTALLATION INSTRUCTIONS 
 
A. Mount fuse/relay block in suitable interior location and route the instrument panel wires 

(tagged) toward the switch panel and cut to length. Terminate the wires to the proper 
location according to the index below. 

 
B. Route the wires tagged Accessory Section B+ to the water pump, fuel pumps, ignition, 

etc. per the index instructions. 
 
C. Index: 
 

ACCESSORY SECTION B+ 
  
 RED (10 GA) to battery or starter solenoid to power up the system. 
 

NOTE: The fusible link is to be installed between the battery source and the end of the 10   
  gauge red wire for system protection. 

 
 BLACK (12 GA) - to ground 
 PURPLE (10 GA) - to starter solenoid activation terminal 
 GRAY/WHITE (14 GA) -to electric fan 
 YELLOW/WHITE (14 GA) – to electric fuel pump #1 
 GREEN (14 GA) – to electric fuel pump #2 
 BROWN (14 GA) – to tail lights (lay in) 
 BLUE/YELLOW (14 GA) – to headlights or dimmer switch 
 BLUE (14 GA) – water pump 
 PINK (14 GA) – to ignition (coil) 
 ORANGE (14 GA) – accessory 
 
 



 
 
 
 
 
 
 
        INSTRUMENT PANEL SECTION 
 
        RED (18 GA) – switches power source 

• BROWN (14 GA) – to tail light switch 
ORANGE (18 GA) – to accessory (relay) switch 
GREEN (18 GA) – to fuel pump (relay) switch #2 
BLUE (18 GA) – to electric water pump (relay) switch 
PINK (18 GA) – to ignition (relay) switch 
YELLOW/WHITE (18 GA) – to fuel pump (relay) switch #1 
GRAY/WHITE (18 GA) – to electric fan (relay) switch 
PURPLE (18 GA) – to start (relay) switch 

• BLUE/YELLOW (14 GA) – to headlight (relay) switch 
 
 

• NOTE:  These wires are attached to the light switch. The Brown wire for the 
        main system tail light is a 14 gauge, which mates to the 14 gauge   
        Brown (heavier brown wire) coming from the switch panel. The 18   
        gauge Brown (smaller diameter wire) from the switch panel is not  
        connected to this system. 
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