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 FUSED NITROUS OXIDE VERTICAL 6 SWITCH  
 THREE STAGE PANEL 
 INSTALLATION INSTRUCTIONS 
 
THE SIX (6) SWITCH NITROUS OXIDE CONTROL CENTER IS DESIGNED WITH A 
MASTER ON/OFF SWITCH, A FUEL PUMP ON/OFF SWITCH WITH A CARBURETOR 
PRIME FUNCTION, STAGE 1 SOLENOID SWITCH, STAGE 2 SOLENOID SWITCH, STAGE 3 
SOLENOID SWITCH AND A NITROUS PURGE BUTTON. 
 
THE MASTER SWITCH CONTROLS THE ENTIRE SYSTEM AND WILL ILLUMINATE 
WHEN IN THE ON POSITION. 
 
THE PURGE BUTTON WILL ACTIVATE THE PURGE SOLENOID ANYTIME THE MASTER 
SWITCH IS ON. 
 
THE STAGE 1, 2 AND 3 SWITCHES OPERATE THEIR RESPECTIVE SOLENOIDS WHEN 
THE MASTER SWITCH IS ON BUT WILL NOT DO SO UNTIL THE WIDE OPEN 
THROTTLE SWITCH IS ENGAGED.  TO TEST STAGE 1, 2 AND 3 CIRCUITS TURN OFF 
NITROUS OXIDE BOTTLE AND IGNITION.  DEPRESS THROTTLE PEDAL FULLY TO 
ENGAGE WIDE OPEN THROTTLE SWITCH, TURN ON STAGE 1, 2 AND 3 SWITCHES. 
THEY SHOULD ILLUMINATE AND ACTIVATE SOLENOIDS. 
 
 INSTALLATION OF CONTROL CENTER 
 
A.  MOUNT SWITCH PANEL IN DASH OR IN PROTECTIVE BOX TO ROLL BAR
 USING SCREWS OR CLAMPS USING SLOTS IN BACK OF BOX. 
 
B. ROUTE HEAVY 12 GAUGE RED WIRE TO BATTERY SOURCE AND ATTACH
 WITH TERMINAL AND FUSIBLE LINK PROVIDED. 
 
 
 
 
 
 



NOTE: A FUSIBLE LINK IS PROVIDED TO BE INSTALLED BETWEEN THE 
BATTERY SOURCE AND THE MAIN INPUT WIRE TO THE MASTER 

 SWITCH. THIS PROVIDES PROTECTION FOR THE OVERALL SYSTEM 
IN CASE OF AN ACCIDENT. 

 
C. ROUTE BLACK 18 GAUGE WIRE TO GOOD CHASSIS GROUND AND ATTACH. 
 
D. ROUTE (2) TWO 14 GAUGE RED WIRES TO THE WIDE OPEN THROTTLE SWITCH 
 AND ATTACH. 
 
E. ROUTE THE 14 GAUGE YELLOW/WHITE WIRE TO THE ELECTRIC FUEL PUMP 
 AND ATTACH. 
 
F.  ROUTE THE 18 GAUGE ORANGE WIRE TO THE PURGE SOLENOID AND ATTACH. 
 
G. ROUTE THE 18 GAUGE LT.BLUE WIRE TO THE STAGE 1 SOLENOID AND 

ATTACH. 
 
H. ROUTE THE 18 GAUGE LT.GREEN WIRE TO THE STAGE 2 SOLENOID AND
 ATTACH. 
 
I. ROUTE THE 18 GAUGE TAN WIRE TO THE STAGE 3 SOLENOID AND ATTACH. 
 
ALL WIRES TO SOLENOIDS ARE TO ACTIVATE THAT SOLENOID. MOST SOLENOIDS 
REQUIRE ADDITIONAL POWER SUPPLIES WHICH USUALLY ARE CONNECTED TO A 
BATTERY SOURCE. 
 
 RECOMMENDED FUSE SIZES: 
 

MASTER CONTROL SWITCH   30 AMP 
FUEL PUMP SWITCH    15 AMP 
STAGE 1, 2 AND 3 SWITCHES   10 AMP 
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Painless Performance Limited Warranty 
and Return Policy 

 
 
Chassis harnesses and fuel injection harnesses are covered under a lifetime warranty. 
All other products manufactured and/or sold by Painless Performance are warranted to 
the original purchaser to be free from defects in material and workmanship under 
normal use. Painless Performance will repair or replace defective products without 
charge during the first 12 months from the purchase date. No products will be 
considered for warranty without a copy of the purchase receipt showing the sellers 
name, address and date of purchase. You must return the product to the dealer you 
purchased it from to initiate warranty procedures. 


