
 
 
 
 
 

50825 
INSTALLATION INSTRUCTIONS   

 
1. Mount panel in desired location.  
 
2. Sort and route the wires to the proper place using the chart below: 

 
Wire Color      Attach to: 

 
Red (Single 10ga.wire)    Main power source 
Black       Ground 
Purple       Starter activation terminal 
Gray/white       Radiator fan power wire/terminal 
Blue       Accessory number 1. 
Tan       Accessory number 2. 
Green       Accessory number 3. 
Orange and black wires    Primary coil 
Brown and black wires    Secondary coil 
6 position connector w/solid color wires  Primary ignition box  
6 position connector w/striped color wires  Secondary Ignition box  
2 position connector w/solid wires    Primary pickup 
2 position connector w/striped wires  Secondary pickup 

 
NOTE: PICKUP WIRES ARE SPLICED TOGETHER IN HARNESS. 

 
Separate 3 position connector is for tachometer.  Red to power, black to ground and 

 white to pickup (sensor) wire. 
 

NOTE: THE TACHOMETER IS POWERED ONLY WHEN THE NUMBER  
  ONE ACCESSORY SWITCH (NEXT TO THE FAN SWITCH) IS   
 TURNED ON. DIODES HAVE BEEN INSTALLED TO PREVENT   
 ANY BACKFEED IN THE TACHOMETER SIGNAL WIRE.  
 
3. Test all switches and accessories for proper operation. 
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